
KERLITE BUXY

General:  The main characteristic of Buxy is the faithful reproduction of the   
  calcareous stone. This result is obtained by the use of coloured salts,   
  which penetrate into the tile body, settling the pattern.
  Inspired by the harmony of nature, the colour variations offered, create  
  the upmost in both classical and modern interiors.

Applications:  Commercial & residential in & out doors, including foyers, boutiques,  
  galleries, living areas, balconies, patios, kitchens, bathrooms, walls  
  and floors

Origin:  Italy

Availability:           Corail Blanc    Natural 
  Amande   Natural
  Caramel   Natural 
  Noisette   Natural
  Perle   Natural
  Cendre   Natural

Sizes :   500 x 500 x 3.5mm 500 x 1000 x 3.5mm
  1000 x 1000 x 3.5mm 1000 x 3000 x 3.5mm

Type:                     Triple pressed Full Colour Body

Appearance:       Natural Stone

Production:         Triple-pressed, rectified edges

Technical:             Protect Antibacterial technology
  Inkjet HD 3D
  Water Absorption less than 0.05%
  Frost Resistant
  Stain Resistant Classe 5
  Fire Retardant 

Slip Resistance:   

Guarantee:  20 Years – for domestic & commercial applications  

Sydney showroom by appointment

Phone: (61) 2 8303 0100
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